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SX-1115-RT

TECHNICAL DESCRIPTION

The Vertical PDU is specifically engineered for vertical wall-mounted installation, 
providing efficient and organized power distribution in network and server 
environments. Designed to operate at an input voltage of 120V AC, this PDU 
features a 10-foot, grounded, 3-wire #14 AWG line cord, ensuring safe and secure 
power connectivity. Equipped with 12 grounded AC outlets on the front panel, the 
Vertical PDU accommodates a variety of devices, making it ideal for high-demand 
applications. With a load rating of up to 12 amps at 120V, this unit offers reliable 
performance for powering essential equipment in IT, lab, and residential setups.

ESP-VP-10V-1212

DATA SHEET

!"#$
%&'#()*&+"(&,

!"#$%&'("")'%*("&%+#) ,-./&01203
3(4)5&'(56 2789&&:;92</=>&?&@A

B$%#$%&'("")'%*("&%+#) ,-./&0120C

,$DE)5&(F&($%G)%& 2H&IJ&5)K$GL5&($%G)%M&N&J&5*KO%&
L"KG)&($%G)%MP

Q(G%LK)&'(D#L%*E*G*%+ 2H7&Q/A

/D#)5)&'(D#L%*E*G*%+ 2H&/&I6)5L%)6&F5(D&20/&6$)&%(&RS&
J7T0712&5)U$*5)D)"%P

85)U$)"'+&'(D#L%*E*G*%+ 07NJ7&VW
=L%%M 2077&=

-.(/#)%(&"#0"1&+ :*"KG)&:%LK)&:$5K)&35(%)'%*("
!+2103"&(4) 2&?&S-X&:$5K)&35(%)'%*("&:%L%$M
*#("15103"1&+4 RSN'RS&IRSJ7T0712P&

X*D)"M*("M @JY&ISP&?&2ZH0Y&IXP&?&2ZJHY&IVP
.L%)5*LG&(F&'("M%5$'%*(" /G$D*"$D

:%+G) 7R&Q)5%*'LG&3(4)5&A("%5(GG)5&4*%O&
D($"%*"K&'G*#M

6-%78%79:879;9;
<#"31,#2)<#40(1="1&+

B"N(FF&M4*%'O&4*%O&E$*G%1*"&20/&'*5'$*%&E5)L[)5
%&'#()!+=."

%&'#()>."=."

6,#0"(&+103,)?3"1+/

%@A4103,

ametekesp.com

PDU


