
SX-1115-RT

TECHNICAL DESCRIPTION

The UPS-22100-85R shall be a tower on-line UPS unit in a steel and plastic 
enclosure.  It shall operate at 200, 208, 230, and 250 volts AC at both 50 or 60Hz 
and has a hard wired-input and output. The output of this unit will be passed 
through an isolation transformer and can be configured for 200, 208, 230, 240, and 
120VAC.  This unit can accommodate additional battery cabinets to extend it 
autonomous run time.  Overall dimensions shall be 33.46”H x 13.77”W x 38.61”D.  
Weight shall be 449 pounds.  The UPS-22100-85R shall have a total load rating of 
10,000VA / 9,000 Watts.  This unit can accommodate an optional SNMP network 
card for unit monitoring and shutdown.  
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STANDALONE ENCLOSURE OUTLINE, 15AMP, 2 POS
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NOTES:
1. THIS DRAWING IS REFERENCE.
2. OPTIONAL MOUNTING BRACKETS TO BE INSTALLED BY USER.
   REMOVE TWO SCREWS EACH SIDE, POSITIOIN BRACKET,
   AND RE-INSTALL SAME SCREWS.
   MOUNTING HOLES ARE FOR FOUR 1/4 DIAMETER SCREWS.

SCALE: .500/1.000

MOUNTING BRACKET
QUANTITIY (2)
SEE NOTE 2

SELF-TEST

Advanced Series Mode® Surge Eliminator / Power Conditioner
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STANDALONE ENCLOSURE, 15 AMP, 10 POS
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NOTES:
1. THIS DRAWING IS REFERENCE.
2. OPTIONAL MOUNTING BRACKETS TO BE INSTALLED BY USER:
      REMOVE TWO SCREWS EACH SIDE, POSITION BRACKET,
      AND RE-INSTALL SAME SCREWS.
      MOUNTING HOLES ARE FOR FOUR 1/4 DIAMETER SCREWS.

SCALE: .500/1.000

MOUNTING BRACKET
QUANTITY (2)
SEE NOTE 2

Advanced Series Mode® Surge Eliminator / Power Conditioner
SELF-TEST


