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Vertical PDU with Aluminum Profile, 9-way, IEC C14 Input  

     

   Quick Start Guide 
     

                                                                       

                                                                               ESP-VP-VR-109i 

 

 Aluminum PDU, vertical or horizontal rackmountable, 9 x C13 10A, 230VAC, 50/60Hz, IEC C14 inlet, 
10 A Fuse 

Safe and professional current supply in the 482.6 mm (19”) range 

• Perfect current distribution for connection to a UPS (IEC-60320 C14 input) 
• Compact construction, 19" 1U housing 
• 10A input fuse protects the PDU and the connected consumers against excess voltage. 
• The jacks offer optimal space management and easy access 
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              HAZARD OF ELECTRICAL SHOK, EXPLOSION, OR ARC FLASH 

• This PDU is intended to use indoor only. 
• Do not install this PDU where excessive moisture or heat is present. 
• Never install any wiring, equipment, or PDUs during a lightning storm. 
• Plug this PDU into a three-wire, grounded power outlet only. The Power outlet must be 

connected to appropriate branch circuit/mains protection. 
• Use only the supplied brackets for mounting and use only the supplied hardware to attach the 

mounting brackets.  
• Do not use extension cords or adapters with this PDU. 
• If a socket-outlet is not accessible to the equipment, a socket-outlet shall be installed. 
• Do not work alone under hazardous conditions. 
• Check that the power cord, plug and socket are in good condition. 
• Disconnect the PDU from the power outlet before you install or connect equipment to reduce 

the risk of electric shock when you cannot verify grounding. Reconnect the PDU to the power 
outlet only after you make all connections. 

• This PDU installation instructions that require verification of the Protective earthing connection 
of the socket-outlet by a Skilled person. 

• This equipment is not suitable for use in locations where children are likely to be present. 
• Use a protective earth connector with equipment. This type of connector carries the leakage 

current from the load devices (computer equipment}. Do not exceed a total leakage current of 
3.5 mA. 

• Do not handle any kind of metallic connector before the power has been removed. 
• Use one hand, whenever possible, to connect or disconnect signal cables to avoid a possible 

shock from touching two surfaces with diNerent grounds. 
• This unit does not have any user-service able parts. Repairs are to be performed only by factory-

trained service personnel. 
• The PDU is intended to be installed and operated by a skilled person in a controlled location with 

restricted access. 
• The ambient operating temperature of a closed or multi-unit rack environment may be greater 

than the ambient temperature of the room. Ensure the ambient operating temperature of your 
rack environment does not exceed the rated ambient operating temperature for the device. 

• Ensure the PDU is mounted securely and evenly. 
• To avoid possible electrical shock and equipment damage, use only the supplied hardware. 

             Failure to follow these instructions will result in death or serious injury. 

  

  

  

  

SAFETY 
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Horizontal or Vertical Installation (Rack Mounted)           

                                                   

 

Included Mounting Hardware: 

  


